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Maple Faced Plywood

Indonesian manufactured plywood designed as a viable alternative to decorative and overlaying 
grade birch plywood.
A high quality multiply construction with an exceptionally smooth, almost defect free face 
(PREMIUM grade).

Thickness Size (mm) Construction Weight / Sheet Pieces / pack

3 mm 2440 x 1220 5 ply 5 kg 100

6 mm 2440 x 1220 5 ply 10 kg 100

9 mm 2440 x 1220 7 ply 15 kg 100

12 mm 2440 x 1220 9 ply 20 kg 75

15 mm 2440 x 1220 11 ply 25 kg 60

18 mm 2440 x 1220 13 ply 29 kg 50

25 mm 2440 x 1220 17 ply 40 kg 36

Bond				    EN 314-2 Class 2 (Black colour)
Timber Species		  Combi core consisting of falcata & rubberwood
Faces				   Rock maple 2 sides. 0.3mm after sanding
Grade				   PREMIUM: B grade face, overlay grade reverse
				    OVERLAY: Overlay grade both sides
Formaldehyde Emission	 E1
Density			   Approx. 540kg/m³ 
Environment		  SVLK

Looking for prices and more info? Contact our offices below, our team will be 
happy to assist.

Sydney	  02 8805 2300
Melbourne	  03 9310 1343	
Brisbane	  07 3287 4966
Perth		   08 9309 8700

General enquiries: panels@peri.com.au

The viable birch alternative


